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Plan for Chemical Exposition 


M. C. Whitaker, vice president of the American 
Cyanamid Company, is again chairman of the ad- 
visory committee for the 18th Exposition of Chemical 
Industries. The exposition is to be heid in Grand 
Central Palace, New York, December 1 to 6, next. 
Advance reservations already account for practically 
all of the available exhibit space. 

Stimulated by the present national emergency, the 
chemical industries are undergoing the most rapid 
expansion in history. This is reflected by the excep- 
tional response of exhibitors who supply these indus- 
tries with engineering and technical equipment and 
products, as well as the producers of chemical prod- 
ucts. The result is the assurance, six months before 
the opening of the Exposition, of three floors in the 
Palace completely filled with the latest developments 
in materials and processing equipment. 

Included among the exhibits will be many illustrat- 
ing how, as defense production approaches full-blast 
operation, the chemical industries are bringing for- 
ward answers to problems which have never before 
been solved commercially. 

More innovations will be made available through 
the new activities revealed at the forthcoming Expo- 
sition than at any time since it was founded in 1915, 
during the national emergency created by the last 
world war, according to Charles F. Roth, Manager 
of these Expositions. 


Jackson Paper Co. 20 Years Old 


The Jackson Paper Company, Jackson, Miss., is 
celebrating its 20th anniversary. In connection with 
this event it has sent the following announcement to 
its customers and friends. 

“Twenty years has brought many changes to Jack- 
son and Mississippi. Population increases, industrial, 
commercial and agricultural development, and in- 
creased purchasing power, have all contributed to the 
growth and progress of our citizenship. 

“Typical of numerous pioneers in Mississippi 
business during this period of progress is the Jackson 
Paper Company. In July, 1921—just twenty years 
ago—this business was born. It was the first whole- 
sale paper house in the entire state. 


Zeolites, feed water softening with 
Zinc sulphide, review 
Zeolite water softener 


“Realizing that Mississippi needed the facilities of 
a modern paper house within its borders, H. T. New- 
ell established at that time the Jackson Paper Com- 
pany, which has, during two decades, featured quality 
paper products and prompt service to all customers. 

“As twenty years of service draws to a close and 
the Jackson Paper Company observes its 20th birth- 
day, this opportunity is taken to express appreciation 
to the retail businesses, to the publishers, to the com- 
mercial printers and to the others who have, down 
through the years, had a part in our growth and 
progress. 


“With the enthusiasm of a youth of twenty the 
Jackson Paper Company again dedicates itself to the 
service of Jackson and Mississippi and pledges a con- 
tinuation of satisfactory customer service with a max- 
imum of speed and efficiency.” 


Chile Produces More Newsprint 


Chilean production of newsprint was only 100 tons 
higher in 1940 than in 1939, according to a recent 
report from Commercial Attache Clarence C. Brooks, 
Santiago. The only mill producing newsprint re- 
ported an output of 10,700 tons of both newsprint 
and magazine paper, of which 9,000 tons were in rolls 
and 1,700 tons in sheets. Imports during 1940 were 
slightly in excess of those for the preceding year, 
reaching 10,344 tons. For the first time in many 
years, the United States ranked first in the list of 
supplying countries, with Sweden a close second. 
Canada continued to lose ground, imports from that 
source having declined steadily since 1937, when they 
amounted to 9,576 tons. It is reported that no recent 
importations of newsprint have come in from the 
Scandinavian or other European countries, but official 
statistics are lacking to confirm or deny this state- 
ment. 

According to reliable estimates, the country’s an- 
nual consumption of newsprint is in the neighborhood 
of 16,000 metric tons, of which about 13,000 tons 
are consumed by dailies and the remainder for maga- 
zines. Stocks on hand are considered normal, and on 
the basis of the above figures would have been around 
5,000 tons on January 1, 1941. 
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